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Specifications

Energy-efficient UVC LED technology
High disinfection rate > 99.9%
Eco-friendly : no Mercury, no Chemicals
Automatic operation by Integrated
Sensor

Compact & unigque design

Description Unit Min.  Typ. Max. Note

Performance

UVC Wavelength nm 266 275 280

Disinfection Capability % 99.9 - - E-Coli 25922

Flow rate Dose=10mJ/cm2 ) - - 8.0

L/min
Dose=16mJ/cm?2 - - 5.0

Required Condition

UV transmittance of water (UVT) %] cm 95 - - UVC range

Max. working pressure psi - - 100 <0.7MPa

Water temperature T 4 - 40

Ambient temperature C 0 - 45 None Freezing
Electrical Properties

Input voltage vdc 22 24 30

Power consumption W - 10 12
Mechanical Properties

Dimension of Body(LxWxH) mm 182 x 150 x 70

Weight kg 0.9

Connections of inlet/outlet -

3/8" quick fitting
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Various Point-of-Use Applications
Water dispenser, Under-sink, Faucets
RVs, Boats, Cottages

Hospital, Labs, Public Facilities

Quantum Matrix Inc.

212-ho, Business Incubator Center, 237, Sangidaehak-ro, Siheung-si,
Gyeonggi-do, 15073 Korea Tel:+82-31-497-8861 www.aquuv.com
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