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• Water purifiers, Water dispenser
• ice makers, coffee makers, refrigerators
• Water storage tanks
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• Energy-efficient UVC LED technology
• High disinfection rate > 99.9%
• Eco-friendly : no Mercury, no Chemicals 
• Very low Power consumption
• Exceptionally compact & cost-effective

Description Unit Min. Typ. Max. Note

Performance
UVC Wavelength nm 265 275 280
Radiant Flux CL-04 mW - 4 -

CL-08 - 8 -
Disinfection Capability % 99.9 - - E-Coli 25922

Required Condition
UV transmittance of water (UVT) %/㎝ 95 - - UVC range
Max. working pressure psi - - 100 <0.7MPa
Ambient temperature ℃ 0 - 40 None freezing

Electrical Properties
Input voltage Vdc 10 12 14
Power consumption CL-04 mW - 0.18 -

CL-08 - 0.36 -
Mechanical Properties

Waterproof IP IPx7 Front face
Dimension of Body(DxH) mm Φ20 x 11
Weight g 9
Mounting holecut diameter mm Φ16

UVC LED Waterproof Disinfection Module

CNT : JST PHR-2 Female 

Matching connector (Header)
JST B2B-PH-K-S(top)
JST S2B-PH-K-S(side)

(unit : mm)


