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UVC LED Flowing water disinfection unit

Design Benefits

» Energy-efficient UVC LED technology
High disinfection rate > 99.9%

APCN-GI

> + Eco-friendly : no Mercury, no Chemicals
g * Very compact and robust
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1 Applications

* Various Point-of-Use Applications
* Water dispenser, Under-sink, Faucets

Specific ations * RVs, Boats, Cottages

Hospital, Labs, Public Facilities

Description Unit Min.  Typ. Max. Note

Performance

UVC Wavelength nm 265 275 280

Disinfection Capability % 99.9 - - E-Coli 25922

Flow rate Dose=10mJ/cm?2 . - - 8.0

~ L/min
Dose=16mJ/cm?2 - - 50

Required Condition

UV transmittance of water (UVT) %] cm 95 - - UVC range

Max. working pressure psi - - 100 <0.7MPa

Water temperature C 4 - 40

Ambient temperature C 0 - 45 None Freezing

Electrical Properties
Input voltage vdc 22 24 30
Power consumption W - 10 12

Enable input voltage  logic High Vdc 1.7 - 55
logic Low Vdc - - 0.4
Mechanical Properties
Dimension of Body(DxWxH) mm 46 x 71 x 97

240
3/8" quick fitting

Electrical Wiring
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JSTPHR-4  JST B4B-PH-K-S(top)

Weight g
Connections of inlet/outlet -

(unit : mm)

29.52 2515 52,00 2015
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Matching
connector

Black (Header)

e —\3\r e JST $4B-PH-K-S(side)
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[ & | [ Indicator (Yellow)  Output Blue LED recommended
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)\/E\ o Enable (White) Input  5V-High, Low-standby

— vee (Red) Input  DC24V required

‘ 97.30 GND (Black) GND  for Vcc, Enable and Indicator
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